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PERM T SUMVARY

VAPCR CCOLLECTI ON/ | NCI NERATOR

This permt shall serve as a conditional permt to operate pursuant to

SMAQWD Rul e 201( Genera

Permt Requirenments) and SMAQVWD Rule 207 (Title V -

Federal Operating Permit Program. Requirenments identified in the permt as

non-federally enforceable are not enforceable by U S. EPA. However,

are enforceable by the District.

t hey

Your application for this air quality Permt to Operate was eval uated for
compliance with Sacranmento Air Quality Managenent District (SMAQWD), State

and Feder al

air quality rules.

The following listed rules are those that

are nost applicable to the operation of your equi pnment. O her rules may
al so be applicable.
Citation Descri ption Adopti on Federal |y
Dat e Enf or ceabl e?
Rul e 201 Ceneral Permt Requirenents 11/ 20/ 84 Y
(SI P approved)
Rul e 201 Ceneral Permt Requirenents 06/ 07/ 94 N
(Not SI P approved)
Rul e 202 New Sour ce Review (SIP 11/ 20/ 84 Y
appr oved)
Rul e 202 New Source Review (Not SIP 04/ 04/ 96 N
appr oved)
Rul e 207 Title V - Federal Operating 09/ 05/ 96 Y
Permt Program
Rul e 301 Permt Fees - Stationary 12/ 05/ 96 N
Sour ce
Rul e 306 Air Toxics Fees 01/ 09/ 97 N
Rul e 401 Ri ngel mann Chart 04/ 19/ 83 Y
Rul e 402 Nui sance 08/ 03/ 77 N
Rul e 403 Fugi tive Dust 08/ 03/ 77 Y
Rul e 404 Particul ate Matter 11/ 20/ 84 Y
Rul e 406 Speci fic Contam nants 12/ 06/ 78 Y
Rul e 442 Architectural Coatings 09/ 06/ 96 N
Rul e 442 Architectural Coatings 11/ 29/ 83 Y
Rul e 446 St orage of Petrol eum Products 11/ 16/ 93 Y
Rul e 447 Organi c Liquid Loadi ng 11/ 16/ 93 Y
Rul e 602 Br eakdown Condi ti ons: 12/ 6/ 78 Y
Emer gency Vari ance
40 CFR NSPS for Bul k Gasoline 08/ 18/ 83 Y
§60. 500 Term nal s

In addition, the conditions on this permt to operate may reflect some, but
not all, requirenents of these rules. There may be other conditions that
are applicable to the operation of your equipnent. Future changes in
prohibitory rules may establish nore stringent requirenments which may
supersede the conditions |listed here.

FACI LI TY DESCRI PTI ON

SFPP, L.P. (SFPP), Bradshaw Term nal was constructed and placed into
service in 1957. Bradshaw Term nal receives refined fuels from Concord,



California via SFPP's 10" and 12" pipelines. These fuels are held
tenporarily and then | oaded into tanker trucks to re-supply surroundi ng gas
stations, businesses, and hones. Additional product is punped out to
McClellan Air Force Base in 3" and 4" pipelines. There are also 3" and 4"
lines serving Mather Air Force Base, which is closed. The material handl ed
and di spensed at Bradshaw Terninal is not owned by SFPP and SFPP only
handl es the anpbunt of material demanded by its facility's surroundi ng
conmuni ti es.

The predom nant air pollutant emanating fromthe facility is Reactive
Organi ¢ Conpounds (ROCs). The mmin sources of these em ssions, al
characterized as fugitive em ssions, are the petrol eum storage tanks,
petrol eum | oadi ng racks, and increnental em ssions from pipe fittings,
sanpl e house drains, etc.

Ref i ned petrol eum product batches arrive at the term nal via SFPP

pi pel i nes. For exanple, a batch of diesel will typically follow a batch of
jet fuel or gasoline in the pipeline. The separation point of the batches
is determ ned by know edge of rate of flow of the product, and, col or and
gravitonmeter nonitoring of the pipeline. Once the batch arrives at the
station, valves at the manifold area are configured to send the batch to

t he appropriate tanks.

Bat ch sizes average approxi mately 10,000 barrels with a maxi num i ncom ng

pi peline rate of approximtely 2,800 and 4,200 barrels per hour for the 10"
and 12" lines, respectively. Once the product is stored inits specified
tank, tanker trucks arrive to load product for distribution. During

| oadi ng, the vapors fromthe enpty tanker trucks are pushed through vapor
piping to the termnal's vapor processing systemwhere the vapors are
finally destroyed in the thermal oxidizer unit.

FEDERALLY ENFORCEABLE CGENERAL REQUI REMENTS
TITLE V PERM T MODI FI CATI ONS AND RENEWAL

1. The owner or operator of a stationary source shall submt to the Air
Pollution Control O ficer a conplete Title V pernmit application for renewal
no later than 12 nonths prior to the expiration date of the Title V permt.
[Rul e 207, §301. 4]

2. The owner or operator of a stationary source shall submt to the Ar
Pollution Control O ficer a conplete Title V permit application for mnor
Title V permt nodification. The application shall be submtted after

recei ving any required preconstruction permt fromthe District and before
comrenci ng operation associated with the Mnor Title V permt nodification
[Rul e 207, §301. 6]

3. The owner or operator of a stationary source shall submt to the Ar
Pollution Control O ficer a conplete Title V permt application for
Significant Title V permt nodification. The application shall not be
submitted prior to receiving any required preconstruction permt fromthe
District but no later than 12 nonths after conmmenci ng an operation
associated with the Significant Title V pernmit nodification. \Were an
existing federally enforceable Title V permt condition would prohibit such
change in operation or the stationary source is not required to obtain a
preconstruction permt, the owner or operator mnmust obtain a Title V pernit
nodi fi cati on before comrenci ng operation. [Rule 207, 8301.7]



4. The applicant shall submit to the Air Pollution Control O ficer tinely
updates to the Title V application as new requirenments beconme applicable to
the source. [Rule 207, 8302.1]

5. The applicant shall submit to the Air Pollution Control Oficer any
additional information necessary to correct any incorrect information in
the Title V pernmit application upon becom ng aware of such incorrect
submttal or if the applicant is notified by the Air Pollution Contro

O ficer of such incorrect subnmittal. [Rule 207, 8302. 2]

6. The applicant shall submit to the Air Pollution Control Oficer any
additional information relating to the Title V application within 30 days
if such information is requested in witing by the Air Pollution Contro
Oficer. [Rule 207, 8302. 3]

7. Title V pernmit expiration termnates the stationary source's right to
operate unless a tinely and conplete Title V permt application for renewal
has been submitted and the stationary source conplies with subsections
303.1a, b, ¢, and d of Rule 207, in which case the existing Title V pernmit
will remain in effect until the Title V permt renewal has been issued or
deni ed. [Rule 207, 8303. 2]

8. Any Title V application form report, or conpliance certification
submtted pursuant to this permt shall contain certification by a
responsi ble official. The certification shall state that, based on
information and belief formed after reasonable inquiry, the statenents and
information in the docunent are true, accurate, and conplete. [Rule 207,
§304]

9. This Title V permt shall have a 5-year fixed termfromthe date of

i ssuance. The Title V pernit shall have a new 5-year fixed termfromthe
date of final action on reopening if the responsible official chooses to
submt to the District a conplete Title V application for renewal upon
reopening of the Title V permt pursuant to Sections 411 or 412 of Rule 207
and the Title V permt is renewed according to the adm nistrative
procedures listed in Sections 401 through 408 of Rule 207. [Rule 207, 8306]

COVPLI ANCE

10. The permittee nust conply with all conditions of the Title V permt.
[Rul e 207, 8305.1(k)(1)]

11. It shall not be a defense for a permittee in an enforcenent action that
it would have been necessary to halt or reduce the permitted activity in
order to maintain conpliance with the conditions of the Title V permt.
[Rule 207, 8305.1(k)(2)]

12. This Title V permit may be nodified, revoked, reopened, and reissued,
or termnated for cause. [Rule 207, 8305.1(k)(3)]

13. The permittee shall furnish to the Air Pollution Control O ficer

within a reasonable tinme, any information that the Air Pollution Control
Oficer may request in witing to determ ne whet her cause exists for

nmodi fyi ng, revoking and reissuing, or terminating the permt pursuant to
Section 411 of Rule 207 or to determine conpliance with this Title V
permit. Upon request, the permttee shall also furnish to the Air Pollution



Control O ficer copies of records required to be kept by conditions of this
permt or, for information clainmed to be confidential, the pernmttee may
furni sh such records directly to the EPA along with a clai m of
confidentiality. [Rule 207, 8§305.1(k)(4)]

14. Nonconpliance with any Title V permt condition is grounds for Title V
permit termnation, revocation and reissuance, nodification, enforcenment
action, or denial of the Title V pernmit renewal application. Any violation
of the Title V permt shall also be a violation of Rule 207. [Rule 207,
8305. 1(k) (5)]

15. A pending Title V pernmit action or notification of anticipated
nonconpl i ance does not stay any permt condition. [Rule 207, 8305.1(k)(6)]

16. This Title V permt does not convey any property rights of any sort, or
any exclusive privilege. [Rule 207, 8305.1(k)(7)]

17. Upon presentation of credentials and other documents as may be required
by law, the permittee shall allowthe Air Pollution Control Oficer or an
aut hori zed representative to performall of the follow ng: [Rule 207,
§413. 1]

A. Enter upon the stationary source's prem ses where this source is

| ocated or emissions related activity is conducted, or where records
must be kept under the conditions of this permt;

B. Have access to and copy, at reasonable tinmes, any records that nust
be kept under the conditions of this Title V permt;

C. Inspect at reasonable tines the stationary source, equipnent
(including nonitoring and air pollution control equipnent), practices,
operations regulated or required under this Title V pernmt; and

D. As authorized by the Federal Clean Air Act, sanple or nonitor at
reasonabl e ti nes substances or parameters for the purpose of assuring
compliance with the Title V permit conditions or applicable federa
requi renments

REPCORTS AND RECORDKEEPI NG

18. The pernmittee shall submt to the Air Pollution Control Oficer and EPA
(Air-3, US EPA Region IX) on an annual basis, unless required nore
frequently by additional applicable federal requirenents such as Section
114(a)(3) and 504(b) (42 U.S.C. Sections 7414(a)(3) and 7661c(b)) of the
Federal Clean Air Act, a certification of conmpliance by the responsible
official with all ternms and conditions contained in the Title V permt,
including em ssion limtations, standards, or work practices. The
compliance certification shall include the follow ng: [Rule 207, 8413. 4]

A. The identification of each termor condition of the Title V permit
that is the basis of the certification

B. The conpliance status and whet her conpliance was conti nuous or
intermttent;

C. The nmethod(s) used for determ ning the conpliance status of the
source, currently and over the reporting period;

D. Such other facts as the Air Pollution Control O ficer may require to
determ ne the conpliance status of the source; and

E. In accordance with Section 305f of Rule 207, a nethod for



nmoni tori ng the conpliance of the stationary source with its em ssions
limtations, standards, and work practices.

19. The permittee shall report within 24 hours of detection any deviation
fromthe Title V permt conditions not attributable to an emergency. In
order to fulfill the reporting requirenent of this condition, the permttee
shall notify the Air Pollution Control Oficer by tel ephone followed by a
witten statenment describing the nature of the deviation fromthe permt
conditions. [Rule 207, 8501. 3]

20. The permttee shall maintain on site, records of operation for al

em ssions units included in the Title V pernit. The records shall contain
all of the following informati on and shall be nade available to the Air
Pollution Control O ficer and EPA for review upon request: [Rule 207,
§502.1 & 502. 2]

A. Monitoring Records:
|. The date, place as defined in the Title V permt, and tinme of
sanpling or neasurenents;
I1. The date(s) anal yses were perforned;
I1l. The conpany or entity that perfornmed the anal yses;
I V. The anal ytical techniques or methods used;
V. The results of such anal yses; and
VI. The operating conditions existing at the time of sanpling or
nmeasur enent .

B. Recordkeeping for process weight, fuel usage, and operating hours as
specified in the Title V permt conditions.

21. Al required nonitoring data and support information nust be kept by
the stationary source for a period of at least 5 years fromthe date of the
nmoni tori ng sanpl e, measurenent, report, or application. Support information
i ncludes all calibration and mai ntenance records and all origina
strip-chart recording for continuous nonitoring instrunentation, and copies
of all reports required by the Title V permt. [Rule 207, 8502. 3]

Rl NGELMANN CHART

22. Except as otherw se provided in SMAQW Rul e 401, Section 100, a person
shall not discharge into the atnosphere from any single source of em ssion
what soever any air contam nant, other than unconbi ned water vapor, for a
period or periods aggregating nore than three mnutes in any one hour which
is:

A. As dark or darker in shade as that designated No. 1 on the

Ri ngel mann Chart, as published by the United States Bureau of M nes,
or

B. O such opacity as to obscure a human observer's view, or a
certified calibrated in-stack opacity nonitoring systemto a degree
equal to or greater than No. 1 on the Ringelmann Chart. [Rul e 401,
§301]

PARTI CULATE MATTER
23. A person shall take every reasonabl e precaution not to cause or allow

the em ssions of fugitive dust from being airborne beyond the property line
fromwhich the em ssion originates, fromany construction, handling or



storage activity, or any wecking, excavation, grading, clearing of |and or
solid waste di sposal operation. Reasonable precautions shall include, but
are not limted to:

A. Use, where possible, of water or chem cals for control of dust in
the demolition of existing buildings or structures, construction
operations, the construction of roadways or the clearing of |and.

B. Application of asphalt, oil, water, or suitable chemicals on dirt
roads, materials stockpiles, and other surfaces which can give rise to
ai r borne dusts;

C. O her means approved by the Air Pollution Control Oficer.

[Rul e 403, §301]

24. Except as otherwi se provided in condition #23, a person shall not

di scharge into the atnosphere from any source particulate matter in excess
of 0.23 grams per dry standard cubic nmeter (0.1 grains per dry standard
cubic foot). [Rule 404, 8301]

25. A person shall not discharge into the atnosphere particulate matter
fromthe burning of any kind of material containing carbon in a free or
combi ned state, fromany single source of enission whatsoever, conbustion
contam nants in any state or conbination thereof exceeding in concentration
at the point of discharge: 0.23 grams per dry standard cubic neter (0.1
grains per dry standard cubic foot) of gas calculated to 12% of carbon

di oxi de (CO2) at standard conditions. [Rule 403, 8302]

SULFUR COMPOUNDS

26. A person shall not discharge into the atnosphere from any single source
of em ssion what soever sul fur conmpounds in any state or conbi nation thereof
exceeding in concentration at the point of discharge: sul fur conpounds,
cal cul ated as sul fur dioxide (SO2): 0.2% by volunme. [Rule 406, 8301]

27. Except as otherw se provided in SMAQW Rul e 420, Section 100, a person
shall not burn any gaseous fuel containing sulfur compounds in excess of

1. 14 granms per cubic nmeter (50 grains per 100 cubic feet) of gaseous fuel,
cal cul ated as hydrogen sulfide at standard conditions, or any liquid fue
or solid fuel having a sulfur content in excess of 0.5%by weight. [Rule
420, 8301]

ARCHI TECTURAL CQOATI NG

28. Any coating applied to stationary structures and their appurtenances,
to nobile hones, to pavenents, or to curbs, shall meet the requirements of
SMAQWD Rul e 442. [Rul e 442]

29. Al VOC-containing materials shall be stored in closed containers when
not in use. In use includes, but is not limted to: being accessed, filled,
enptied, maintained, or repaired. [Rule 442, 8304]

30. A person shall not use volatile organic conmpounds for the cl eanup of
spray equi prent unl ess equi pnent for collection of the cl eani ng conmpounds
and mnimzing its evaporation to the atnosphere is used. [Rule 420, 8301]

PERM T SHI ELD



31. The floating roof of an external floating roof tank or internal roof of
an internal floating roof tank shall be floating on the liquid surface at

all tinmes, except during initial fill and during those intervals when the
storage vessel is completely enptied or subsequently enptied and refill ed.
VWhen the roof is resting on the |eg supports, the process of filling,
enptying, or refilling shall be continuous and shall be acconplished as

rapidly as possible without creating a safety hazard. [Rule 446, 8311 and
Rul e 207, § 307]

32. The permanent cessation of operation in normal node (vapors fromtank
truck | oading are stored in the vapor holder, then processed by the vapor
condensing unit, with effluent fromthe refrigeration unit being treated by
t he vapor incinerator) and physical renmpoval of the Edwards refrigeration
system shall not constitute a nodification pursuant to Rule 202, Section
222. [Rule 202, 8222 and Rule 207, 8307]

EQUI PMENT BREAKDOWNS

33. An energency constitutes an affirmati ve defense to an acti on brought
for nonconpliance with such technol ogy based emi ssion linmtations if the
following conditions are net: [Rule 207, 8§414]

A. The affirmative defense of an energency shall be denonstrated through
properly signed, contenporaneous operating |ogs, or other relevant evidence
t hat:

I. An energency occurred and that the permittee can identify the
cause(s) of the energency;

I1. The permitted facility was at the time being properly operated;
[11. During the period of the emergency the permittee took al
reasonabl e steps to mnimze levels of em ssions that exceeded the
em ssion standards, or other requirenents in the Title V permt;

V. The permittee subnitted notice of the emergency to the Air
Pollution Control O ficer within 2 working days of the tinme when
em ssions limtations were exceeded due to the energency. The notice
must contain a description of the emergency, and corrective actions
t aken.

B. I n any enforcenment proceedings, the permttee seeking to establish the
occurrence of an emergency has the burden of proof.

34. The permttee must notify the Air Pollution Control O ficer of any
occurrence which constitutes an energency as defined in Section 212 of Rule
207 as soon as reasonably possible, but no |ater than one hour after its
detection. If the enmergency occurs when the Air Pollution Control Oficer
cannot be contacted, their report of the energency shall be made at the
commrencenent of the next regular working day. The notification shal
identify the time, specific |ocation, equipnent involved, and to the extent
known the cause(s) of the occurrence. [Rule 207, 8501. 2]

35. A person shall notify the Air Pollution Control O ficer of any
occurrence which constitutes a breakdown condition as soon as reasonably
possi bly, but no later than one hour after its detection. If the breakdown
occurs when the Air Pollution Control Oficer cannot be contacted, the
report of breakdown shall be made at the commrencenent of the next regular
wor ki ng day. [Rule 602, 8301.1]

36. The notification shall identify the time, specific |ocation, equipnrent



i nvol ved, and to the extent known the cause(s) of the occurrence. [Rule
602, §301. 2]

37. Upon notification of the breakdown condition, the Air Pollution Contro
O ficer shall investigate the breakdown condition in accordance with
uniformwitten procedures and guidelines relating to logging of initia
reports on appropriate fornms, investigation, and enforcenent followup. If
t he occurrence does not constitute a breakdown condition, the Air Pollution
Control Oficer may take appropriate enforcenent action. [Rule 602, 8301. 3]

38. An occurrence which constitutes a breakdown condition, and which
persists only until the end of the production run or 24 hours, whichever is
sooner (except for continuous air pollution nonitoring equiprment, for which
the period shall be 96 hours) shall constitute a violation of any
applicable emssion [imtation or restriction prescribed by these Rules and
Regul ati ons; however, the Air Pollution Control O ficer may elect to take
no enforcenment action if the owner or operator denonstrates to his
satisfaction that a breakdown condition exists and the foll ow ng

requi rements are net: [Rule 602, 8302.1]

A. The notification required in condition #37 is made; and

B. I nredi ate appropriate corrective neasures are undertaken and
compliance is achieved, or the process is shutdown for corrective
nmeasur es before conmrencenent of the next production run or within 24
hours, whichever is sooner (except for continuous air pollution

nmoni tori ng equi pnent for which the period shall be 96 hours). If the
owner or operator elects to shut down rather than cone into i nmedi ate
compl i ance, (s)he must nonet hel ess take whatever steps are possible to
mnimze the inpact of the breakdown within the 24 hour period; and
C. The breakdown does not interfere with the attainment and

mai nt enance of any national anbient air quality standard.

39. An occurrence which constitutes a breakdown condition shall not persist
| onger than the end of the production run or 24 hours, whichever is sooner
(except for continuous air pollution nmonitoring equipnment, for which the
period shall be 96 hours), unless an energency variance has been obtai ned.
[Rul e 602, §302.2]

40. If the breakdown condition will either require nore than 24 hours to
correct or persists longer than the end of the production run (except for
continuous air pollution nmonitoring equi prent, for which the period shal
be 96 hours) the owner or operator may, in |lieu of shutdown, request the
Air Pollution Control OFficer to conmmence the emergency variance procedure
set forth in Section 304 of Rule 602. [Rule 602, 8302.2]

41. No energency variance shall be granted unl ess the chairperson of the
Hearing Board or other designated nenber(s) of the Hearing Board finds
that: [Rule 602, §304. 2]

A. The occurrence constitutes a breakdown conditi on;

B. Continued operation is not likely to create an i medi ate threat or
hazard to public health or safety; and

C. The requirenents for a variance set forth in Health & Safety Code
Sections 42352 and 42353 have been net;

D. The continued operation in a breakdown condition will not interfere
with the attai nment or maintenance of the national anmbient air quality
st andar ds.



42. At any time after an energency variance has been granted, the Air
Pollution Control O ficer may request for good cause that the chairperson
or designated nmenber(s) reconsider and revoke, nodify or further condition
the variance. The procedures set forth in Rule 602, Section 304.1 shal
govern any further proceedi ngs conducted under this section. [Rule 602,
§304. 3]

43. An energency variance shall remain in effect only for as long as
necessary to repair or renedy the breakdown condition, but in no event
after a properly noticed hearing to consider an interimor 90 day vari ance
has been held, or 15 days fromthe date of the subject occurrence,

whi chever is sooner. [Rule 602, 8304. 4]

44, Wthin one week after a breakdown condition has been corrected, the
owner or operator shall submt a witten report to the Air Pollution
Control O ficer on forns supplied by the Air Pollution Control Oficer
descri bing the causes of the breakdown, corrective nmeasures taken,
estimated em ssions during the breakdown and a statenent that the condition
has been corrected, together with the date of correction and proof of
compliance. The Air Pollution Control O ficer may, at the request of the
owner or operator for good cause, extend up to 30 days the deadline for
subm ttal of the report described in this subsection. [Rule 602, 8401]

45. The burden of proof shall be on the owner or operator of the source to
provide sufficient information to denonstrate that a breakdown did occur
If the owner or operator fails to provide sufficient information, the Ar
Pollution Control Oficer shall undertake appropriate enforcenent action
[Rul e 602, 8§401.1]

46. Any failure to conply, or conply in a tinmely manner, with the reporting
requi rements established in Sections 301.1 and 401 of Rule 602 shal
constitute a separate violation of this rule. [Rule 602, 8401. 2]

47. 1t shall constitute a separate violation of this rule for any person to
file with the Air Pollution Control Oficer a report which falsely, or

wi t hout probabl e cause, clains that an occurrence is a breakdown condition
[Rul e 602, 8§401. 3]

TITLE VI REQUI REMENTS ( OZONE DEPLETI NG SUBSTANCES)

48. Persons openi ng appliances contai ning CFCs for nai ntenance, service,
repair, or disposal nust conply with the required practices pursuant to 40
CFR, § 82.156.[40 CFR, Part 82, Subpart F]

49. Equi prent used during the maintenance, service, repair, or disposal of
appl i ances contai ning CFCs nust conply with the standards for recycling and
recovery equi prent pursuant to 40 CFR, § 82.158. [40 CFR Part 82, Subpart
F]

50. Persons perform ng mai ntenance, service, repair or disposal of
appl i ances contai ning CFCs nust be certified by an approved technician
certification program pursuant to 40 CFR, 8§ 82.161. [40 CFR, Part 82,
Subpart F]

PAYMENT OF FEES



51. The fee for (1) the issuance of an initial Title V operating permt,

(2) the renewal and/or inspection of a Title V operating permt, (3) the
nodi fication of a Title V operating pernmit or (4) an administrative Title V
permt amendment shall be based on the actual hours spent by the District
staff in evaluating the application and processing the operating permt.
The fee shall be assessed in accordance with the hourly rate established in
Rul e 301, Section 308.12. [Rule 207, Section 305.7 and Rul e 301, Section
313]

52. After the provisions for granting pernmts as set forth in Rule 207 have
been complied with, the permttee will be notified by mail of the fee due
and payable and the date the fee is due. If the fee is not paid by the
specified due date, the fee shall be increased by one half the anmount and
the applicant/pernmittee shall be notified by mail of the increased fee. If
the increased fee is not paid within 30 days after notice the
application/permit will be cancel ed/revoked and the applicant/permttee
will be notified by mail. [Rule 207, Section 305.7]

ACClI DENTAL RELEASES

53. Should the facility as defined in 40 CFR, 868.3, become subject to Part
68, the permttee shall submt a risk nanagenment plan (RWP) by the date
specified in 40 CFR 868. 10, and shall certify conpliance with the

requi rements of Part 68 as part of the annual conpliance certification as
required by Rule 207, Section 413.4. [40 CFR, Part 68]

FEDERALLY ENFORCEABLE CGENERAL REQUI REMENTS

LOCAL ( NON- FEDERALLY ENFORCEABLE) GENERAL REQUI REMENTS
LOCAL PERM T RENEWAL:

1. The requirements outlined in this section pertain to the local permt to
operate and are not part of the Title V permt.

2. Permits to operate issued to SFPP pursuant to SMAQWD Rule 201 (non-Title
V pernits to operate) shall be renewed annually on June 1 and upon paynent
of the permt renewal fee established pursuant to SMAQVWD Rul e 301.

3. The Air Pollution Control O ficer and/or authorized representatives,
upon the presentation of credentials shall be permtted:

a. To enter upon the prem ses where the source is | ocated or in which
any records are required to be kept under the ternms and conditions of
this permt to operate, and

b. At reasonable times to have access to and copy any records required to
be kept under the terms and conditions of this permt to operate, and

c. To inspect any equi pment, operation, or nethod required in this
permt to operate, and

d. To sanple em ssions fromthe source or require sanples to be taken

4. The Air Pollution Control Oficer shall review every permt to operate
upon annual renewal, pursuant to Health and Safety Code Section 42301(c),
to determ ne that permt conditions are adequate to ensure conpliance with
and the enforceability of, District rules and regul ations applicable to the



article, machine, equipment, or contrivance for which the permt was

i ssued. Applicable District rules and regulations shall include those which
were in effect at the time the permit was issued or nodified, or which have
subsequently been adopted and made retroactively applicable to an existing
article, machine, equipment, or contrivance, by the District Board of
Directors. The Air Pollution Control Oficer shall revise the conditions,

if such conditions are not consistent, in accordance with all applicable
rul es and regul ations.

EQUI PMENT OPERATI ON:
5. The equi prent nust be properly maintai ned.

6. This permt does not authorize the em ssion of air contami nants in
excess of those allowed by Division 26, Part 4, Chapter 3, of the Health
and Safety Codes of the State of California or the Rul es and Regul ati ons of
the Sacramento Metropolitan Air Quality Managenent District.

EQUI PMENT SPECI FI C REQUI REMENTS --- TANKS B-1 THROUGH B-4 AND B- 8
Tanks #B-1 through B-4 and B-8:

A. EQUI PMENT DESCRI PTI ON: The requirenents specified under the follow ng
subsections apply to the equiprment |isted bel ow

Tank #B-1 Capacity: 52,648 barrels

D nensi ons: 100" dianeter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Mechanical shoe

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 1387 (for reference purposes only - not federally enforceable)

Tank #B-2 Capacity: 52,457 barrels

D nensi ons: 100" dianeter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Mechani cal shoe

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 1388 (for reference purposes only - not federally enforceable)

Tank #B-3 Capacity: 52,450 barrels

D nensi ons: 100" dianeter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Mechanical shoe

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 1389 (for reference purposes only - not federally enforceable)

Tank #B-4 Capacity: 52,498 barrels

D nensi ons: 100" dianeter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Mechanical shoe

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 1390 (for reference purposes only - not federally enforceable)

Tank #B-8 Capacity: 26,134 barrels



Di nensions: 73.3" diameter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Mechanical shoe

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 11845 (for reference purposes only - not federally enforceable)

B. EQUI PMENT- SPECI FI C FEDERALLY ENFORCEABLE REQUI REMENTS: The requirements
speci fied under this subsection are enforceable by the District, U S. EPA
and the public.

EQUI PMENT DESI GN AND OPERATI ON REQUI REMENTS:

1. Tanks B-1 through B-4 and B-8 shall not store organic liquids with a
true vapor pressure of 11 psia or greater under actual storage conditions
as determ ned by the nmethods specified in Rule 446, Section 502.4. [Rule
446, Section 311.2]

2. The cl osure device on floating roof tanks nunber B-1 through B-4 and B-8
shall meet the follow ng requirenents: [Rule 446, Section 311.1]

A. Any secondary seal shall extend fromthe roof to the tank
shell and shall not be attached to the prinmary seal

|. For secondary seals installed after Decenber 4, 1991
no gap between the tank shell and the seal shal
exceed:
a. 0.15 cm (0.06 in)
b. 0.05 cm(0.02 in) for a cumulative |length
greater than 5% of the circunference of the tank.

B. Al openings in the roof, except pressure-vacuum val ves,
sanpling wells, and gauging wells shall neet the follow ng
requi renments

I . The opening shall provide a projection belowthe
liquid surface to prevent belching of liquid and to
prevent entrained or formed organic vapor from escapi ng
fromthe liquid contents of the tanks.

1. The opening shall be equipped with a cover, seal or
[id, which shall be closed at all tines with no visible
gaps, except when the opening is in use.

C. Pressure-vacuum val ves shall be set to within 10% of the
maxi mum al | owabl e wor ki ng pressure of the roof.

D. Solid sanpling and gauging wells shall meet the follow ng
requi renments

I. The well shall provide a projection below the Iiquid
surf ace.

I1. The well shall be equipped with a cover, seal or
[id, which shall be closed at all tines with no visible
gaps, except when the well is in use.

E. Slotted sanpling and gauging wells shall neet the follow ng
requi renments



I. The well shall provide a projection below the Iiquid

surf ace.

I1. The well shall be equipped with one of the

foll owi ng cl osure devices which shall be in place at

all tinmes except when the well is in use
a. An internal float designed to mnimze the gap
between the float and the well, provided that the
gap shall in no case exceed 1.3 cm (% in).
b. A capped internal sleeve designed to mnimze
the gap between the sleeve and the well, provided
that the gap shall in no case exceed 1.3 cm (%
in).
c. An internal sleeve with no visible gaps between
the sleeve and the well and a cover, seal or |id
on the well with no visible gaps.

F. Any roof drain shall be provided with a slotted menbrane
fabric cover, or equivalent, that covers at |east nine-tenths of
the area of the opening.

G The gap between sanpling wells, gauging wells, and simlar
fixed projections through a floating roof, such as
anti-rotational pipes, and the roof shall be added to the gaps
measured to determ ne conpliance of the secondary seal and in no
case shall exceed 1.3 cm (% in).

3. The netallic shoe seals shall neet the followi ng requirenents: [Rule
446, Section 316]

A. No gap between the tank shell and the primary seal shal
exceed

. 3.8 cm(1-1/2 in).

1. 1.3 cm(%in) for a cunmulative length greater than
10% of the circunference of the tank

[11. 0.32 cm(1/8 in) for a continuous |ength of nore
than 10% of the circunference of the tank.

V. 0.32 cm(1/8 in) for a cumulative |length greater
than 40% of the circunference of the tank.

B. No gap between the tank shell and the secondary seal shal
exceed

. 1.3 cm (% in)
[1. 0.32 cm (1/8 in) for a cumul ative |length greater
than 5% of the circunference of the tank.

C. The secondary seal shall allow easy insertion of probes up to
3.8 cm(1-1/2 in) in width in order to measure gaps in the
primary seal

MONI TORI NG REQUI REMENTS:
4. The primary seal envel ope shall be avail able for unobstructed inspection

by the APCO on an annual basis at four locations selected along its
circunference at random by the APCO |f the APCO detects one or nore



violations as a result of any such inspection, the APCO may require such
further unobstructed inspection of the primary seal as may be necessary to
determne the seal condition for its entire circunference. [Rule 446
Section 401]

5. For secondary seals installed after September 1, 1978, the primary sea
envel ope shall be made avail able for inspection by the APCO for its ful
length every 5 years after Septenber 1, 1977, except that if the secondary
seal is voluntarily renmoved by the owner or operator prior thereto, it

shal |l be made avail able for such inspection at that tine. The owner or
operator shall provide notification to the APCO no | ess than 7 working days
prior to voluntary rempoval of the secondary seal. [Rule 446, Section 402]

6. Aresult by any of the below listed test methods which shows
non- conpl i ance with any provision of the rule shall constitute a violation
of the rule. [Rule 446, Section 502]

A. CONTRCOL DEVICE: Control efficiency and em ssion rates of
control devices shall be determ ned by EPA Method 25 or ARB

Met hod 422.

B. COLLECTI ON EFFI Cl ENCY: Col l ection efficiency shall be

det ermi ned using Environnental Protection Agency Cuidelines for
Devel opi ng Capture Efficiency Protocols, 55 Federal Register
26865, June 29, 1990.

C. LEAK DETECTI ON: EPA Reference Method 21.

D. VAPOR PRESSURE: Vapor pressure nmay be obtained from standard
reference texts or may be determ ned by ASTM D-2879-83 or ASTM
D- 323- 82.

RECORDKEEPI NG AND REPORTI NG REQUI REMENTS:
7. The follow ng records shall be continuously maintai ned for the nost

recent five year period and shall be made available to the Air Pollution
Control O ficer upon request.. [Rule 446, Section 501]

Fr equency Information to be Recorded

Each tine the tank is A. The type of product

filled with a different B. The date of initial filling with such product
pr oduct C. Maxi mum true vapor pressure of product

Daily (1) Actual storage tenperature (anbient tenperature

may be used in this regard)

(1) The District currently maintains daily ambient tenperature date, which
will satisfy this requirenent without requiring the permttee to duplicate
the effort.

8. A maintenance plan shall be subnmitted to the Air Pollution Contro
Oficer at least thirty days prior to any periodic schedul ed mai nt enance
that may cause the em ssions of volatile organic conpounds. The plan shal
state the anount and type of em ssion anticipated, nethod of cal cul ating
em ssions, and the reason that the work is necessary, including the effect
of not perform ng the maintenance. [Rul e 446, Section 403]

EQUI PMENT SPECI FI C REQUI REMENTS --- TANK B-5
A. EQUI PMENT DESCRI PTI ON: The requirenents specified under the follow ng
subsections apply to the equiprment |isted bel ow



Tank #B-5

Capacity: 14,228 barrels

Di nensi ons: 52' dianmeter x 40" high

Roof Type: External floating roof

Seal Type: Primary: Vapor nounted resilient sea

Secondary: Ri m nounted w per sea

Content: Organic liquids

P/ O No.: 1391 (for reference purposes only - not federally enforceable)

B. EQUI PMENT- SPECI FI C FEDERALLY ENFORCEABLE REQUI REMENTS: The requiremnments
speci fied under this subsection are enforceable by the District, U S. EPA,
and the public.

EQUI PMENT DESI GN AND OPERATI ON REQUI REMENTS:

1. Tank B-5 shall not store organic liquids with a true vapor pressure of
11 psia or greater under actual storage conditions as determ ned by the
nmet hods specified in Rule 446, Section 502.4 [Rul e 446, Section 311.2].

2. The closure device on floating roof tanks nunber B-5 shall neet the
followi ng requirenents: [Rule 446, Section 311. 1]

A. Any secondary seal shall extend fromthe roof to the tank
shell and shall not be attached to the prinmary seal

|. For secondary seals installed after Decenber 4, 1991
no gap between the tank shell and the seal shal
exceed:
a. 0.15 cm (0.06 in)
b. 0.05 cm (0.02 in) for a cumulative |length
greater than 5% of the circunference of the tank.

B. Al openings in the roof, except pressure-vacuum val ves,
sanpling wells, and gauging wells shall neet the follow ng
requi renments

I . The opening shall provide a projection belowthe
liquid surface to prevent belching of liquid and to
prevent entrained or formed organic vapor from escapi ng
fromthe liquid contents of the tanks.

1. The opening shall be equipped with a cover, seal or
[id, which shall be closed at all tines with no visible
gaps, except when the opening is in use.

C. Pressure-vacuum val ves shall be set to within 10% of the
maxi mum al | owabl e wor ki ng pressure of the roof.

D. Solid sanpling and gauging wells shall meet the follow ng
requi renments

I. The well shall provide a projection below the Iiquid
surf ace.

I1. The well shall be equipped with a cover, seal or
[id, which shall be closed at all tines with no visible
gaps, except when the well is in use.

E. Slotted sanpling and gauging wells shall neet the follow ng



requi renments

I. The well shall provide a projection below the Iiquid

surf ace.

I1. The well shall be equipped with one of the

foll owi ng cl osure devices which shall be in place at

all tinmes except when the well is in use
a. An internal float designed to mnimze the gap
between the float and the well, provided that the
gap shall in no case exceed 1.3 cm (% in).
b. A capped internal sleeve designed to mnimze
the gap between the sleeve and the well, provided
that the gap shall in no case exceed 1.3 cm (%
in).
c. An internal sleeve with no visible gaps between
the sleeve and the well and a cover, seal or |id
on the well with no visible gaps.

F. Any roof drain shall be provided with a slotted menbrane
fabric cover, or equivalent, that covers at |east nine-tenths of
the area of the opening.

G The gap between sanpling wells, gauging wells, and simlar
fixed projections through a floating roof, such as
anti-rotational pipes, and the roof shall be added to the gaps
measured to determ ne conpliance of the secondary seal and in no
case shall exceed 1.3 cm (% in).

3. The resilient toroid seal shall nmeet the follow ng requirenents: [Rule
446, Section 317]

A. There shall be no holes, tears, or openings which allow the
em ssion of organic vapors through the secondary seal. There
shall be no holes, tears, or openings in the primary sea

envel ope surroundi ng the annul ar vapor space encl osed by the roof
edge, seal fabric and primary seal.

B. For primary seals no gap between the tank shell and the sea
shal | exceed
. 1.3 cm (% in)
I[1. 0.3 cm(1/8 in) for a cunulative |length greater
than 5% of the circunference of the tank.

C. For secondary seals no gap between the tank shell and the
secondary seal shall exceed
. 1.3 cm (% in)
I[1. 0.3 cm(1/8 in) for a cunulative |l ength greater
than 5% of the circunference of the tank.

D. The secondary seal shall allow easy insertion of probes up to
3.8 cm(1-1/2 in) in width in order to nmeasure gaps in the
primary seal

MONI TORI NG REQUI REMENTS:

4. The primary seal envel ope shall be avail able for unobstructed inspection
by the Air Pollution Control Oficer on an annual basis at four |ocations



selected along its circunference at randomby the Air Pollution Contro
Oficer. If the Air Pollution Control Oficer detects one or nore
violations as a result of any such inspection, the Air Pollution Contro
O ficer may require such further unobstructed inspection of the primary
seal as may be necessary to determine the seal condition for its entire
circunference. [Rule 446, Section 401]

5. For secondary seals installed after Septenmber 1, 1978, the primary sea
envel ope shall be made avail able for inspection by the Air Pollution
Control O ficer for its full length every 5 years after Septenber 1, 1977
except that if the secondary seal is voluntarily renmoved by the owner or
operator prior thereto, it shall be nade avail able for such inspection at
that time. The owner or operator shall provide notification to the Air
Pollution Control O ficer no less than 7 working days prior to voluntary
renoval of the secondary seal. [Rule 446, Section 402]

6. Aresult by any of the below listed test methods which shows
non- conpl i ance with any provision of the rule shall constitute a violation
of the rule. [Rule 446, Section 502]

A. CONTRCOL DEVI CE: Control efficiency and em ssion rates of
control devices shall be determ ned by EPA Method 25 or ARB

Met hod 422.

B. COLLECTI ON EFFI Cl ENCY: Col l ection efficiency shall be

det ermi ned using Environnental Protection Agency Cuidelines for
Devel opi ng Capture Efficiency Protocols, 55 Federal Register
26865, June 29, 1990.

C. LEAK DETECTI ON: EPA Reference Method 21.

D. VAPOR PRESSURE: Vapor pressure nmay be obtained from standard
reference texts or may be determ ned by ASTM D-2879-83 or ASTM
D-323-82. [Rul e 446, Section 502]

RECORDKEEPI NG AND REPORTI NG REQUI REMENTS:
7. The follow ng records shall be continuously maintai ned for the nost

recent five year period and shall be made available to the Air Pollution
Control O ficer upon request.. [Rule 446, Section 501]

Fr equency Information to be Recorded

Each tine the tank is A. The type of product

filled with a different B. The date of initial filling with such product
pr oduct C. Maximum true vapor pressure of product

Daily (1) Actual storage tenperature (anbient tenperature

may be used in this regard)

(1) The District currently maintains daily ambient tenperature date, which
will satisfy this requirenent without requiring the permttee to duplicate
the effort.

8. A maintenance plan shall be subnmitted to the Air Pollution Contro
Oficer at least thirty days prior to any periodic schedul ed mai nt enance
that may cause the em ssions of volatile organic conpounds. The plan shal
state the anount and type of em ssion anticipated, nethod of cal cul ating
em ssions, and the reason that the work is necessary, including the effect
of not perform ng the mai ntenance. [Rul e 446, Section 403]

EQUI PMENT- SPECI FI C REQUI REMENTS --- TANKS B-9, B-10, B-11, B-14 & B-15



A. EQUI PMENT DESCRI PTI ON: The requirenents specified under the follow ng
subsections apply to the equiprent |isted bel ow

Tank #B-9 Capacity: 4,797 barrels

D nensi ons: 30" dianeter x 40" high

Roof Type: Internal floating roof

Seal Type: Primary: Vapor nounted resilient sea

Content: Organic liquids

P/ O No.: 4961 (for reference purposes only - not federally enforceable)

Tank #B-10 Capacity: 35,758 barrels

Di nensi ons: 76' 6" diameter x 48 high

Roof Type: Internal floating roof

Seal Type: Primary: Vapor nounted resilient sea

Content: Organic liquids

P/ O No.: 1394 (for reference purposes only - not federally enforceable)

Tank #B-11 Capacity: 28,703 barrels

Di nensi ons: 68' 6" diameter x 48 high

Roof Type: Internal floating roof

Seal Type: Primary: Vapor nounted resilient sea

Content: Organic liquids

P/ O No.: 1395 (for reference purposes only - not federally enforceable)

Tank #B-14 Capacity: 19,284 barrels

Di nensi ons: 56' dianmeter x 48" high

Roof Type: Internal floating roof

Seal Type: Primary: Vapor nounted resilient sea

Content: Organic liquids

P/ O No.: 1396 (for reference purposes only - not federally enforceable)

Tank #B-15 Capacity: 19,254 barrels

Di nensi ons: 56' dianmeter x 48" high

Roof Type: Internal floating roof

Seal Type: Primary: Vapor nounted resilient sea

Content: Organic liquids

P/ O No.: 1397 (for reference purposes only - not federally enforceable)

B. EQUI PMENT- SPECI FI C FEDERALLY ENFORCEABLE REQUI REMENTS: The requirements
speci fied under this subsection are enforceable by the District, U S. EPA,
and the public.

EQUI PMENT DESI GN AND OPERATI ON REQUI REMENTS:

1. Tanks B-9, B-10, Bl11, B14 and B-15 shall not store organic liquids with
a true vapor pressure of 11 psia or greater under actual storage conditions
as determ ned by the nmethods specified in Rule 446, Section 502.4 [Rule
446, Section 312.1].

MONI TORI NG REQUI REMENTS:

2. Aresult by any of the below listed test methods which shows

non- conpl i ance with any provision of the rule shall constitute a violation
of the rule. [Rule 446, Section 502]

A. CONTROL DEVICE: Control efficiency and em ssion rates of
control devices shall be determ ned by EPA Method 25 or ARB



Met hod 422.

B. COLLECTI ON EFFI Cl ENCY: Col l ection efficiency shall be

det ermi ned using Environnental Protection Agency Cuidelines for
Devel opi ng Capture Efficiency Protocols, 55 Federal Register
26865, June 29, 1990.

C. LEAK DETECTI ON: EPA Reference Method 21.
D. VAPOR PRESSURE: Vapor pressure nmay be obtained from standard
reference texts or may be determ ned by ASTM D-2879-83 or ASTM
D- 323- 82.

RECORDKEEPI NG AND REPORTI NG REQUI REMENTS:

3. The follow ng records shall be continuously maintai ned for the nost

recent five year period and shall be made available to the Air Pollution
Control O ficer upon request. [Rule 446, Section 501]

Fr equency Information to be Recorded

Each tine the tank is A. The type of product

filled with a different B. The date of initial filling with such product
pr oduct C. Maxi mum true vapor pressure of product

Daily (1) Actual storage tenperature (anbient tenperature

may be used in this regard)

(1) The District currently maintains daily anmbient tenperature date, which
will satisfy this requirenent without requiring the permttee to duplicate
the effort.
4. A mai ntenance plan shall be submtted to the Air Pollution Contro
Oficer at least thirty days prior to any periodic schedul ed mai nt enance
that may cause the em ssions of volatile organic conpounds. The pl an shal
state the anount and type of em ssion anticipated, nethod of cal cul ating
em ssions, and the reason that the work is necessary, including the effect
of not performi ng the maintenance. [Rul e 446, Section 403]

EQUI PMENT- SPECI FI C REQUI REMENTS - - - LOADI NG RACKS

A. EQUI PMENT DESCRI PTI ON: The requirenents specified under the follow ng
subsections apply to the equiprment |isted bel ow

Loadi ng Rack #1

Vapor Control System

Gasoline vapors are vented to the condenser/ I ncinerator system

P/ O No.: 9265 (for reference purposes only - not federally enforceable)
Loadi ng Rack #2

Vapor Control System
Gasoline vapors are vented to the condenser/ I ncinerator system

P/ O No.: 9266 (for reference purposes only - not federally enforceable)



Loadi ng Rack #3

Vapor Control System
Gasol ine vapors are vented to the condenser/ I ncinerator system

P/ O No.: 3074 (for reference purposes only - not federally enforceable)

B. EQUI PMENT- SPECI FI C FEDERALLY ENFORCEABLE REQUI REMENTS: The requiremnments
speci fied under this subsection are enforceable by the District, U S. EPA,
and the public.

EQUI PMENT DESI GN AND OPERATI ON REQUI REMENTS:

1. SFPP shall not |oad organic liquids into any tank truck, trailer, or
railroad tank car unless the loading facility is equipped with an ARB
certified vapor collection and di sposal system [Rule 447, Section 301 and
40 CFR, Part 60.502(a)]

2. SFPP shall not transfer or permt the transfer of organic liquids into
any tank truck, trailer or railroad tank car unless the em ssions to the
at mosphere do not exceed 0.08 pounds of VOC per one thousand (1, 000)
gallons of organic liquids transferred as determ ned by a method specified
in condition 11. [Rule 447, Section 302 and 40 CFR, Part 60.502(c)]

3. Al equipnent associated with the loading facility shall be maintai ned
to be leak free. Leak free is defined as a liquid |leak of |less than three
drops per mnute excluding | osses which occur upon disconnecting transfer
fittings, provided such disconnect | osses do not exceed one fluid ounce per
di sconnect, averaged over three disconnects. [Rule 447, Section 304, 40
CFR, Part 60.502(j) and SMAQVD Permts #9265, 9266, and 3074, Condition #2]

4. Loading of liquid product into gasoline tank trucks shall be limted to
vapor-tight gasoline tank trucks with a valid State of California deca
certifying that the tank truck conplies with all certification requirenents
i ncludi ng annual certification test. [40 CFR, Part 60.502(e) - Streamined]

5. Loadi ng of gasoline tank truck shall be nmade only into tanks equi pped
wi th vapor collection equipnment that is conpatible with the termnal's
vapor collection system [40 CFR, Part 60.502(f)]

6. The termnal's and the tank truck's vapor collection systens shall be
connected during the |oading of gasoline. [40 CFR, Part 60.502(g)]

7. Al equiprment associated with the loading facility shall be

mai ntai ned to be vapor tight. Vapor tight is defined as a
concentration of total organic conpounds, nmeasured one centineter from
any source, which does not exceed 10,000 ppm (expressed as net hane)
above background, as determ ned by EPA Reference Method 21. [Rul e 447,
Section 304, 40 CFR, Part 60.502(j) and SMAQWD Permits #9265, 9266,

and 3074, Condition #3]

8. The vapor collection and liquid |oadi ng equi prent shall be designed and
operated to prevent gauge pressure in the delivery tank from exceedi ng
4,500 Pascals (450 nm of water) during product |oading. This level is not
to be exceeded when neasured by the procedures specified in 40 CFR

§60. 503(d). [40 CFR, Part 60.502(h)]



9. No pressure-vacuumvent in the bulk gasoline termnal's vapor collection
system shall begin to open at a system pressure |ess than 4,500 Pascal s
(450 mm of water). [40 CFR, Part 60.502(1)]

10. The conbi ned gasoline throughput of all |oading racks shall not
exceed 2,231,000 gal l ons/day. [SMAQVD Permts #9265, 9266, and 3074,
Condi ti on #4]

MONI TORI NG REQUI REMENTS:

11. A result by any of the below listed test nethods which shows
non- conpl i ance with any provision of the rule shall constitute a violation
of the rule. [Rule 447, Section 501]

A. CONTROL DEVICE: Control efficiency and em ssion rates of
control devices shall be determ ned by EPA Method 18, 25, 25A,
25B, or California Air Resources Board Test Method 202 or 203.

B. DI APHRAGM Al RSPACE: Concentrations in the airspace above vapor
di aphragns shall be determ ned by EPA Test Method 18 or
California Air Resources Board Test Method 150, 1-100, or 2-6.

C. LEAK DETECTI ON: EPA Reference Method 21 shall be used to
det ermi ne vapor tight condition.

D. VAPOR PRESSURE: Vapor pressure nmay be obtained from standard
reference texts or may be determ ned by ASTM D-2879-83 or ASTM
D- 323- 82.

E. DETERM NATI ON OF COMPOUNDS EXEMPT FROM VOC DEFI NI TION: | f any
of the perfluorocarbons are being clained as exenpt conpounds,
the person meking the claimnmust state in advance whi ch conpounds
are present, and the EPA-approved test method used to nake the
determ nati on of these conmpounds.

12. Each cal endar nonth, the vapor collection system the vapor processing
system and each | oading rack handling gasoline shall be inspected during
the | oadi ng of gasoline tank trucks for vapor |eaks. [40 CFR Part

60. 502(j )]

RECORDKEEPI NG AND REPORTI NG REQUI REMENTS

13. The follow ng record shall be continuously naintained on-site for the
nost recent five year period and shall be made available to the Ar

Pol lution Control O ficer upon request. Yearly record shall be made

avail able for inspection within 30 days followi ng the end of the year.

[ SMAQWD Pernmits #9265, 9266, and 3074, Condition #5]

Fr equency Information to be Recorded

Dai l y A. Daily records of gasoline throughput. [SMAQVD
Permts #9265, 9266, and 3074, Condition #5]
B. Daily records specifying the tine periods and
mode (normal, bypass, or direct) under which the
syst em oper at ed.

Mont hl'y Leak inspection records including, as a m ni mum
the followi ng information: Date of inspection,
findings (if |leaks are found, indicate |ocation,



nature and severity), |eak determ nation nethod
(sight, sound, snell, etc.), corrective action,
i nspector's name and signature. [40 CFR, Part
60. 505(¢c) ]

Annual |y A. Annual summary of total gasoline throughput.
[ SMAQMD Perm ts #9265, 9266, and 3074, Condition
#5]
B. Updated tank truck vapor tightness docunentation
including, as a mininum the foll ow ng information
Test title (Gasoline Delivery Tank Pressure
Test - - EPA Reference Met hod 27), tank owner and
address, tank identification nunber, testing
| ocation, date of test, tester name and signature
Wi tnessing inspector, if any, test results (actual
pressure change in 5 mnutes). [40 CFR, Part

60. 505( b) ]
When operating in A. Hourly product throughput.[ SMAQWD Permt #13121
di rect node Condi tion #21]

B. Number of |oading arns used at each of the three
| oadi ng racks. [ SMAQVD Permt #13121, Condition #21]
When repl aci ng or A record of all replacenents or additions of
addi ng conponents components. [40 CFR, Part 60.505(f)]

14. A report summarizing the records described above shall be submitted to
the District at |least every 6 nonths. Al instances of deviations from
permt conditions nust be clearly identified in such reports. The reports
must be certified by the responsible official consistent with Rule 207,
Section 304. [Rule 207, 8501.1]

EQUI PMENT- SPECI FI C REQUI REMENTS --- APC TRUCK LOADI NG
VAPCR COLLECTI OV I NCI NERATOR SYSTEM

A. EQUI PMENT DESCRI PTI ON: The requirenents specified under the follow ng
subsections apply to the equiprment |isted bel ow

The vapor processing systemat this facility (P/O #13121) i ncl udes:

1) Exhaust systemventing three tank truck | oading racks (all three nodes)
2) Organic vapor hol ding tank, 40,000 cubic feet capacity (normal and
bypass nodes)

3) Organi c vapor condensing unit, Edwards, nodel # DEC 3600 (normal node)
4) Organic vapor thermal oxidizer, John Zink, Mbdel # S76300, 800 cfm
capacity (all three nodes)

P/ O No.: 13121 (for reference purposes only - not federally enforceable)
The system operates under one of the follow ng nodes:

1) Normal Mbde: Vapors fromthe trucks go to the vapor hol ding tank, then
to the Edwards refrigeration vapor recovery unit. Residual vapors are

processed through the thermal oxidizer.

2) By-pass Mode: Vapors fromtrucks go to the vapor holding tank, then to
the thermal oxidizer.

3) Direct Mdde: Vapors fromthe truck go directly to the thermal oxidizer



B. EQUI PMENT- SPECI FI C FEDERALLY ENFCRCEABLE REQUI REMENTS: The requirenents

speci fied under this subsection are enforceable by the District,

and the public.

U S. EPA,

EQUI PMENT DESI GN AND OPERATI ON REQUI REMENTS:

1. SFPP shall not

|l oad organic liquids into any tank truck,

trailer, or

railroad tank car unless the loading facility is equipped with an ARB

certified vapor collection
Condi tion #5 and Rul e 447,

2. SFPP shall not transfer
any tank truck, trailer or
at nosphere do not exceed O.
gall ons of organic liquids
in condition 16.

and di sposa
Section 301]

system [SMAQMD Permt #13121,

or permt the transfer of organic liquids into
railroad tank car unless the em ssions to the
08 pounds of VOC per one thousand (1, 000)
transferred as determined by a nmethod specified

[ SMAQWD Permit #13121, Condition #6 and Rul e 447, Section

302]

3. Em ssions fromthe vapor processing/di sposal system exhaust stream shal
not exceed the following Iimts (based on the maxi num daily gasoline

t hroughput of 2,231,000 gal/day). [SMAQVD Permit #13121, Condition #7 and
Rul e 202, Section 409]

Pol | ut ant Em ssi on Factor (A) Maxi mum Al | owabl e
(I'b VOC/ 1000 gal) Em ssi ons (| bs/ day)

NVHC 0.08 179

NOx - Normal Mde 0. 0334 75

CO - Normal Mode 0. 00918 21

NOx - Bypass/Direct Mbdde 0. 0199 45

CO - Bypass/Direct Mde 0. 1494 334

(A). NVHC em ssion factor

by Rul e 447. NOx em ssion factor based on manufacturer's data.

em ssion factor based on data from source test conducted on
7127/ 93.

based on the emission limt specified
CO

4. Organic |liquids shal
operational conditions:

be | oaded under only one of the foll ow ng
[ SMAQWD Permit #13121, Condition #8]

A. Normal node - the vapors fromtank truck | oading are stored in the vapor
hol der, then processed by the vapor condensing unit, with the effluent from
the refrigeration unit being treated by the vapor incinerator.

B. Bypass node - the vapor condensing unit
truck | oading are sent to the vapor hol der.
hol der are treated by the vapor incinerator

is off-line. Vapors fromtank
The vapors fromthe vapor

C. Direct node - the vapor
condensing unit is off-1line.
processed directly by the vapor

hol der is out of service and the vapor
The vapors fromthe tank truck | oading are
i nci nerator.

5. Gasoline throughput shal
#13121, Condition #9]

not exceed 2,231,000 gal/day. [ SMAQVD Pernit

6. When operating in direct node gasoline throughput shall not exceed

91, 000 gal /hour. [SMAQWVD Permt #13121, Condition #10]

7. \When operating in direct node the simltaneous use of nore than two



| oading arns at each of the three | oading racks is prohibited. [SMAQVD
Permt #13121, Condition #11]

8. In the event of any partial or total failure of the vapor condensing
unit during the normal node, SFPP shall inmediately switch the systemto
bypass node. [ SMAQWD Permit #13121, Condition #12]

9. In the normal node the coolant inlet tenperature at the vapor condensing
unit shall be no warner than -10 degrees Fahrenheit before each vapor burn
period. An alarmon the coolant inlet shall be set at +10 degrees
Fahrenheit to indicate a failure of the refrigeration unit. The system
shall immediately be switched to bypass node if the alarmindicates a
failure of the refrigeration unit. [SMAQWD Permt #13121, Condition #13]

10. A tenperature (average over one burning cycle) of not |ess than 390
degrees Fahrenheit shall be maintained in the thermal oxidizer conbustion
chanber, as indicated by the tenperature probe | ocated approximtely 20
feet above ground level, when the thermal oxidizer is in operation. [SMAQVD
Permt #13121, Condition #14]

11. The vapor holder tank |level shall be nonitored continuously. The
moni tor shall alarmat 31 feet and automatically shut down | oadi ng racks
when the | evel of 33 feet is reached. [SMAQVWD Permt #13121, Condition #15]

12. The pressure in the liquid sunp between the | oadi ng racks and the vapor
hol der tank shall be nonitored and continuously recorded on strip charts.
The monitor shall automatically shut down | oadi ng racks when the pressure
exceeds 6 inches H20O gage. [ SMAQWD Permt #13121, Condition #16]

13. Process nmonitors and automatic | oading rack shut down safeties for
vapor hol der tank level and the liquid sunp pressure shall be operationa
at all times. [SMAQWD Permt #13121, Condition #17]

14. A pressure relief valve, set at 7.5 i nches H20 gage, shall be
operational on the vapor holder tank. The pressure relief valve shall not
be nodi fied without the approval of the California Air Resources Board
executive officer. [SMAQVWD Permt #13121, Condition #18]

MONI TORI NG REQUI REMENTS:
15. An emi ssions test of the vapor processing unit to verify conpliance

wi th condition nunber 2 shall be conducted as follows: [SMAQVD Per mit
#13121, Condition #19]

Testing frequency Qperating nmode to be tested

At | east once each Most frequently used node (based on annua

cal endar year t hroughput in each node during the previous 12
nmont hs)

At | east once during the A. Any operating node that has been used for

current or previous nmore than one continuous hour during either

cal endar year the current cal endar year or the previous

cal endar year; or

B. Any operating node that has been used for a
cumul ative total of nmore than 24 hours during
either the current cal endar year or the

previ ous cal endar year.

The compliance source test shall be perforned in accordance with



the foll ow ng schedul e:

A. Submit a test plan to the air pollution control officer for approval at
| east 30 days prior to the source test date.

B. Notify the air pollution control officer at |east one week prior to the
actual source test date.

C. Subnmit a report of the enmissions test to the air pollution contro
officer within 60 days of conpleting the test.

16. A result by any of the below listed test nethods which shows
non- conpl i ance with any provision of Rule 447 shall constitute a violation
of the rule. [Rule 447, Section 501]

A. CONTROL DEVICE: Control efficiency and em ssion rates of
control devices shall be determ ned by EPA Method 18, 25, 25A,
25B, or California Air Resources Board Test Method 202 or 203.

B. DI APHRAGM Al RSPACE: Concentrations in the airspace above vapor
di aphragns shall be determ ned by EPA Test Method 18 or
California Air Resources Board Test Method 150, 1-100, or 2-6.

C. LEAK DETECTI ON: EPA Reference Method 21 shall be used to

det erm ne vapor tight condition.

D. VAPOR PRESSURE: Vapor pressure nmay be obtained from standard
reference texts or may be determ ned by ASTM D-2879-83 or ASTM
D- 323- 82.

E. DETERM NATI ON OF COMPOUNDS EXEMPT FROM VOC DEFI NI TION: | f any
of the perfluorocarbons are being clained as exenpt conpounds,

t he person meking the claimnmust state in advance whi ch conpounds
are present, and the EPA-approved test method used to nake the
determ nati on of these conpounds.

RECORDKEEPI NG AND REPORTI NG REQUI REMENTS

17. The follow ng record shall be continuously mnaintained on-site for the
nost recent five year period and shall be made available to the air

pol lution control officer upon request. Yearly record shall be made

avail able for inspection within 30 days followi ng the end of the year.

[ SMAQWD Permit #13121, Condition #21]

Frequency Information to be recorded

Continuously (with a A. Thermal oxidizer conbustion chanber stack

strip chart) t enper at ur e.
B. Liquid sunmp pressure

Dai |y The time periods and node (normal, bypass, or
di rect) under which the system oper at ed.

When operating on A. Hourly product throughput.

di rect node B. Number of |oading arns used at each of the
t hree | oadi ng racks.

When operating in A daily record of the inlet tenperature to the

nor mal mnode vapor condensing unit.

18. A report summarizing the records described above shall be subnmitted to
the district at least every 6 nonths. Al instances of deviations from
permt conditions nust be clearly identified in such reports. The reports
must be certified by the responsible official consistent with rule 207,
section 304. [SMAQWD Pernmit #13121, Condition #22 and Rul e 207, 8304]

I NSI GNI FI CANT EM SSI ONS UNI T | NFORVATI ON



The follow ng systens are considered insignificant em ssions units and are
not subject to equi pnent-specific requirenents. However, these units are
required to comply with all applicable general requirenments:

Ol Water Separator: Emi ssions fromthis unit are below 2 | b/day. Therefore
it is exenpt pursuant to Rule 201, Section 122.

Tank B-6

Capacity: 315,000 gall ons

Di nensi ons: 42.5" diameter x 40" high

Roof Type: Fixed

Seal Type: None

Secondary: None

Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117

Tank B-7

Capacity: 210,000 gallons

Di nensi ons: 30" dianeter x 40" high

Roof Type: Fi xed

Seal Type: None

Secondary: None

Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117

Tank B-12

Capacity: 705, 600 gallons

Di nensi ons: 50' dianmeter x 48" high

Roof Type: Fixed

Seal Type: None

Secondary: None

Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117

Tank B-13

Capacity: 420,000 gallons

Di nensi ons: 42.5" diameter x 40" high

Roof Type: Fi xed

Seal Type: None

Secondary: None

Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117

Tank B-16

Capacity: 420,000 gall ons

Di nensi ons: 39" dianeter x 48" high

Roof Type: Fi xed

Seal Type: None

Secondary: None

Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117

Tank B-17

Capacity: 706,000 gallons

Di nensi ons: 50' dianmeter x 48" high
Roof Type: Internal Floating Roof
Seal Type: NA



Secondary: N A
Content: Organic liquids (TVP<0.01 psia)
Basis for Exenption: Rule 201, Section 117



